
Lascaux Decora

Detailed information sheets and a service are available for further information on use and applications.

Lascaux Decora is a ready-to-use tempera paint 
distinguished by its intensity and covering capacity. 
As an economical alternative to the highly concen-
trated Lascaux Gouache, the Decora programme is 
suited for use in art education, just as well as in the 
overall sectors of decoration and schooling. This 
colour programme consists of 18 balanced hues. 

Properties
 y lightfast 
 y dries to a velvety-matt, water soluble finish
 y barely lighter in colour when dry 
 y commanding radiance and covering capacity
 y adheres well to diverse bases

Usage
 y in schools and the field of design and décor
 y With diverse painting techniques 
 y in art education - encompassing all age brackets   

 and areas of study 

Applications
Lascaux Decora can be applied to all absorbent mate-
rials (paper, cardboard, canvas, wood or plaster as well 
as earthenware and fabric). This ready-to-use colour 
line can be diluted with water and applied effortlessly.  
It is uniformly concealing while at the same time trans-
lucent in every sense. Moreover, multi-layers of Decora 
colours can be over painted without the previous dry 
layer mixing with the newly applied paint.

Priming :
Lascaux Gesso is recommended as a primer. 

Mixing :
All colour hues can be inter-mixed with one another.

Varnishing :
A coat of Lascaux UV Protect protects finished works 
against ultraviolet rays and renders them waterproof. 

Composition
Lascaux Decora is composed of pure, light-fast  
pigments and an acrylic-modified binder in a natural 
base. 

Delivery form
Bottles of 500 ml. Cans of 3 l.



       swiss made
Lascaux Colours & Restauro, Barbara Diethelm AG, Zürichstrasse 42, CH-8306 Brüttisellen 
Tel. +41 44 807 41 41, Fax +41 44 807 41 40, info@lascaux.ch, www.lascaux.ch

Lascaux Decora

Your retailer  ***
excellent lightfastness

**
very good lightfastness

Disclaimer :
The information provided above is given to the best of our knowledge and is based on our current research and experience. It does not absolve the 
artist from the responsibility of first testing the suitability of our products for the substrate and specific use conditions he or she has in mind. This 
technical sheet will become invalid with any revised edition. The latest update is always found on our website.
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The brilliance of the Lascaux Decora colours 
does not reproduce well in this printing method.

USA – conforms to ASTM D-4236

401 ** 
Lemon yellow
PY3

402 ** 
Golden yellow
PY83 PY74 PW6

403 ** 
Orange
PY83 PR112 PW6

404 ** 
Vermilion
PO34 PR112 PW6

405 ** 
Bright red
PR112

406 ** 
Carmine red
PR184

409 *** 
Magenta
PR122

413 *** 
Cyan blue
PB15:3

415 *** 
Turquoise blue
PB15:3 PG7 PW6

417 *** 
Emerald green
PG7

418 ** 
Brilliant green
PG7 PY3

421 *** 
Yellow ochre
PY42 PBr6

422 *** 
English red
PR101

424 *** 
Burnt umber
PBr6

426 *** 
Black
PBk7

427 *** 
White
PW6

410 *** 
Violet
PV23 PR122

411 *** 
Ultramarine blue
PB29


